Datasheet LED RGBW FM

RGB-201-T-01

3. Parameters - DIN

Features:
Inertion Inertion
Time in milliseconds after which, when pressing and holding a button, the OnHold event oc-
HoldDelay curs
Grenton LED RGBW lighting control module enables smooth and full Holdinterval Cychttal interval in milliseconds after which, when pressing and holding a button, the OnHold
control of decorative lighting using LED RGBW technology. It also al- event occurs
lows you to connect up to two digital inputs and two 1-Wire sensors. Value Returns input stateas D or 1
DistributedLogicGroup Distributed Logic group - broadcast group for distributed logic
Load measurement type: Off - turned off, Continuous - load measurement for the whole
StatisticState device’s period operation Pulse - load measurement counted at the moment of a high state
appearing on the input
Load The measured value multiplier, For StatisticState: Continuous - load measurement value in
the unit of time Pulse - load measurement value for the single impulse (e.g. 1kWw)
Methods:
- Minimum interval in milliseconds which has to pass between presses of a button so that it is
1' Parameters LEDRGB setlnertion interpreted as a new pressing activity
SetHoldDelay Sets HoldDelay value
Features: SetHoldInterval Sets HoldInterval value
Value Brightness value as per the HSV model (range: 0.00-1.00) Events:
Hue Colour hue value as per the HSV model (0-360) - - -
Satration Colour saturation value as per the FISV model (000-T.00) OnValueChange Occurs when a cha!-nge in the_ input state takes place (regardless of the value)
RCB Tolour value a5 per the RGB model BRRUGBS (specified in FEX) 822@“:}%% 8&32 mig Ei ‘“D'ih;taat‘ee;:;‘;‘i‘ﬂ”i“tt
RampTime Time value of increment of colour and brightness (in ms) ShShoriPiess Occurs affer pressing the button Tor 5%0 00
MaxValue er?é;mum value which Value can adopt. Attempting to set a higher value will generate an OnlongPress OcCurs after pressing the button Tor at 1635t 20001S
Minvaie Winimum value which Valde can adopt. ATtempting to set alower value will generate an eror OnHold Occurs for the first time after HoldDelay time and then cyclically every HoldInterval value
RedCorrection White correction - channel R (0-100), default 100% Ontlick Occurs after pressing the button for fess than 500ms

GreenCorrection

White correction - G channel (0-100), default 100%

BlueCorrection

White correction - B channel (0-100), default 100%

Load measurement type: Off - turned off, Continuous - load measurement for the whole

4, Parameters - LED_CCT

StatisticState "
device's period operation
Load The measured value multiplier, For StatisticState: Continuous - load measurement value in Features:
the unit of time ColorTemp Color temperature (range 2700-6500 K)
Methods: ColorTemp % Color temperature in percent (0% = 6500K cool, 100% = 2700K warm)
SetValue Sets output value (0.00-1.00) Value Brightness value (range: 0-255)
SetHue Sets hue value (0-360) WarmValue Computed warm white channel value WW (0-255)
Setsaturation Sets saturation value (0.00-1.00) ColdValue Computed cold white channel value CW (0-255)
SetRGBvalue Sets RGB value using the #RRGGBB string RampTime Ramp time for valte changes
HoldValue Executes Mumination/ dimming function MaxValue Maximurm value which Value can adopt
HoldHue Executes smooth hue transition MinValue Minimum value which Value can adopt
SwitchOn Sets output value to MaxValue Methods:
SWchOf Turns offall of the channets - - SetColorTemp Sets color temperature (2700-6500 K)
Change.s the Qutput value from O t‘o 1orfrom1toO. The ﬁrst parameter is thg time of SetColorTempPercent Sats color lemperature n percent (0-100%)
Switch Fhange. 0 - switches putpqt to continuous mode, number - S‘wwtches output fora time ;Dec— Setvalue Sets output valie (0-255)
ified by a parameter (in milliseconds) The second parameter is the ramp (time of value incre- Toggles The ouTpuT state. The ThTd parameter (Mode) s optonal T [astValie mode The
ments) which is optional. I this parameter is not specified, the default ramp is used Switch Ias%gnon—zero va\ae o resfored msteadp of MaxValue p
SetRampTime Sets value of increment of colour and input (in ms) - - - -
SetMaxvalle Sets maximam value for Vale SwitchOn Sets output value to qu\/alue The third parameter (Mode) is optional - in LastValue mode
SetMNVAle Sets mnmum valae Tor Vale the last non-zero value is restored instead of MaxValue
SwitchOff Sets output value to O
Events; SetRampTime Sets ramp time for value changes
OnValueChange Event occurring when changing the output state SetMaxValue Sets maximum value for Value
OnSwitchOn Event occurring when the output state is changed from O to greater than O SetMinValue Sets minimum value for Value
OnSwitchOft Event occurming when 0 1s set at the output HoldValue Executes illumination/dimming function
OnValueRise Event occurring when the set value is higher than the current value HoldValueUp Executes illumination function
OnValueLower Event occurring when the set value is lower than the current value HoldValueDown Executes dimming function
OnOUtOfRange Event occurring when setting a value which is higher than the maximum value or lower than HoldColorTemp EX?CUIES smooth color temperature transition
the minimum value HoldColorTempWarm Shift color temperature towards warm (2700K)
HoldColorTempCool Shift color temperature towards cool (6500K)
Events;
2' Parameters - LED—CHANNEL OnValueChange Event occurring when changing the output value
OnColorTempChange Event occurring when color temperature changes
Features; OnSwitchOn Event occurring when the output state is changed from O to greater than O
Value Brightness value (range: 0-255) OnSwitchOff Event occurring when O'is set at the output
RampTime Delay value when changing illumination OnOutOfRange Evem_o_ccurrlng when setting a value which'is higher than the maximum value or lower than
MaxValue Maximum value which Value can adopt the minimum value
MinValue Minimum value which Value can adopt
DistributedLogicGroup Distributed Logic group - broadcast group for distributed logic
StatisticState Toad measurement type: Off - turned off, Continuous - load measurement for the whole 5. Parameters - POWerSUDpIyVOltagE
device's period operation
The measured value multiplier. For StatisticState: Continuous - load measurement value in
Load the unit of time Features:
Value Current output value taking into account the scalar
Methods: Value % Current percentage input value of the maximum value (MaxValue characteristic)
SetValue Sets output value (0-255) . Minimum change of input state when the OnValueChange, OnValueLower or OnValueRise
- Sensitivity B
SwitchOn Sets output value to MaxValue, Th_e third parameter (Mode) is optional - in LastValue mode event is generated _
the last non-zero value is restored instead of MaxValue Mi Minimum value of the Value characteristic after exceeding which the OnOutOfRange event
5 inValue .
SwitchOff Sets output value to 0 is generated
Changes the state of the output to the opposite, The first parameter is the time of change: MaxValue Maximum value of the Value characteristic after exceeding which the OnOutOfRange event
0 - switches output to continuous mode spec, number - switches output for a time specified is generated
Switch by a parameter (in milliseconds). The second parameter is the ramp (time of value increments) .
which is optional. If this parameter is not specified, the default ramp is used. The third pa- Method‘s.‘ _ _ __
rameter (Mode) is optional - in LastValue mode the last non-zero value is restored instead of SetSensitivity Sets input sensitivity value
MaxValue SetMinValue Sets MinValue
SetRampTime Sets value of delay for changing Mlumination SetMaxValue Sets MaxValue
SetMaxValue Sets maximum value for Value Events:
SetMinvalue Sets minimum value for Value OnValueChange Event resulting from changing input state
Holgvalue Executes T”“mT”a‘TO”’ d‘mm.‘”g function OnValueLower Event occurs when a value lower than the value from the last reading appears at input
HoldvalueUp Executes llumination function OnValueRise Event occurs when a value higher than the value from the last reading appears at input
HoldValuehown Executes dimming function OnOutOfRange Event resulting from exceeding the permissible range (MinValue : MaxValue)
Events: OninRange Event occurs when value returns to MinValue/MaxValue range
OnValueChange Event occurring when changing the output value
OnSwitchOn Event occurring when the output state is changed from O to greater than O
OnSwitchOTt Event occurring when 015 set at the output 6, Technical data
OnValueRise Event occurring when the set value is higher than the current value
OnValuelower Event occurring when the set value is lower than the current value Device power supply 24V
Event occurring when setting a value which is higher than the maximum value or lower than Maximum power consumption 048w
OnOutOfRange .
the minimum value Maximurn device current 20mA (for 24V )
LED power supply (Vcc) up to 24V
Maximum load current RGBW 12A (total for all channels)
Maximum channel load current 4A
Maximum wire cross section 1,5mm
PWM output frequency 250Hz
Weight 30g
Fixing flush mounted
Dimensions (H/W/D) 19/45/36mm
Operating temperature range 0to+45°C
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7. Wiring diagram
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+V/ Device power supply
G GND for +V

A A signal input

B B signal input

1w 1-Wire input

12 second digital input
[ first digital input
GND GND for 1-Wire and digital inputs
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GND GND
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8. Warnings and Cautionary Statements

ATTENTION |

e Before proceeding with the assembly, read the installation
schematics and full instructions available at www.grenton.com.
Failure to follow the guidelines contained in the instructions and
other requirements of due care valid as a result of the nature of
the equipment (device) may be dangerous to life / health, dam-
age the device or installation to which it is connected, damage

DANGER|
@ Danger to life caused by electric current!
e The components of the installation (individual devices) are de-
signed to work in a home electrical installation or directly in its

9. CE Marking

The manufacturer declares that the device is in full compliance
with the requirements of EU legislation that includes the direc-
tives of a new approach appropriate for this equipment. In par-
ticular, Grenton Sp. z o. o. declares that the device fulfills the
requirements on safety, specified by law, and that it conforms

Cex

10. Warranty

Warranty available at www.grenton.com/warranty.

11. Manufacturer Contact Details

Grenton Sp. z 0.0.

ul. Na Wierzchowinach 3
30-222 Krakéw, Poland
www.grenton.com
grenton@grenton.com

other property or violate other applicable regulations. The manu-
facturer of the device, Grenton Sp. z 0. 0. does not bear any re-
sponsibility for the damage (property and non-property related)
resulting from the assembly and / or use of the equipment not
in accordance with the instructions and / or due diligence in han-
dling the equipment (device).

e Device power supply, permissible load or other characteristic
parameters have to be in accordance with the device specifica-
tion, described in particular in the "Technical data” section.

e The product is not intended for children and animals.

o |f you have technical questions or comments about the device
operation, contact Grenton Technical Support.

o Answers to frequently asked questions can be found at:
www.sUpport.grenton.com.

vicinity. Incorrect connection or use may cause a fire or electric
shock.

o All work related to the installation of the device, in particular
works involving interference in the electrical installation, may be
performed only by a person with appropriate qualifications or li-
cences.

o When installing the device, make sure that the power supply
voltage is disconnected from the circuit in which the device is
connected or near which the assembly takes place.

to the national regulations that implement the appropriate direc-
tives: The Directive on the electromagnetic compatibility (EMC -
2014/30/UE) and the Directive on the limitation of the use of
specific substances in electrical and electronic equipment (RoHS
Il - 2011/65/UE).
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